












Compact body and modular head allows easy mechanical adaptation.

Compact body and a wide variety of heads for easier integration.

The most compact Limit Switch body on the market with integrated connectors.

Compace and robust for reliable operation.

Easy installation and adjustment.

E-certified with better immunity against EMC interference and a larger beam width.

1 | XCKP or XCMD Limit Switch

3 | XCMD Limit Switch

2 | XCMV Limit Switch

4 | XMEP Pressure Sensor

5 | XS Inductive Sensor

6 | XXW54 Wide Beam Ultrasonic Sensors
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Choose product best-suited for your application
Limit switches

Pressure transmitters

Ultrasonic Sensors

XCKD Metal NO+NC Snap Plunger

Plunger

Plunger

Roller plunger

Roller plunger

Roller plunger

Plastic roller lever

Plastic roller lever

Plastic roller lever

M16

1/2 NPT

cable

Sensing distance

connector

cable

PNP

NPN
connector

XCKD2110N12 XCMD2110AM4XCKD2102N12 XCMD2510AM4XCKD2118N12

XCKD2110P16 XCMD2102AM4XCKD2102P16 XCMD2502AM4XCKD2118P16

Ø 18 mm Ø 18 mm
8 mm 8 mm

XS118B3PAL2
XS118B3PAM12

XS118B3NAL2
XS118B3NAM12

Ø 12 mm Ø 12 mm
4 mm 4 mm

XS112B3PAL2
XS112B3PAM12

XS112B3NAL2
XS112B3NAM12

15 x 32 x 8 mm
5 mm

XS7F1A1PAL2
XS7F1A1PAL01M8

XS7F1A1NAL2
XS7F1A1NAL01M8

26 x 26 x 13 mm
10 mm

XS7E1A1PAL2
XS7E1A1PAM8

XS7E1A1NAL2
XS7E1A1NAM8

40 x 40 x 15 mm
15 mm

XS7C1A1PAL2
XS7C1A1PAM8

XS7C1A1NAL2
XS7C1A1NAM8

Discover our complete offer: www.tesensors.com or contact your local sales agency

Inductive sensors

XS

Contact

DC
3 wires
NO

DC
4 wires
NO+NC

Connection AMP 4P Connector

Deutsch DT04 4P Connector

M12 Connector

XCKP Plastic NO+NC Snap

M16

1/2 NPT

Pg11 XCKD2110G11 XCMD2115AM4XCKD2102G11 XCMD2515AM4XCKD2118G11

XCKP2110N12

XCMV2110D44

XCKP2102N12

XCMV2510D44

XCKP2118N12

XCKP2110P16

XCMV2102D44

XCKP2102P16

XCMV2502D44

XCKP2118P16

XCKT Plastic NO+NC Snap

NO+NC Snap

NO+NC Slow 1 m

1 m

M16

1/2 NPT

Deutsch

XCMD Metal

XCKP2110D44

XCMV2115D44

XCKP2102D44

XCMV2515D44

XCKP2118D44

XCKT2110N12

XCMV2110M12

XCKT2102N12

XCMV2510M12

XCKT2102P16

XCMV2502M12

XCKT2118N12

XCKT2110P16

XCMV2102M12

XCKT2118P16

XCMD2110L1 XCMD2102L1

XCMD2502L1

XCMD2115L1

XCMD2510L1 XCMD2515L1

Pg11 XCKT2102G11

XCMV2515M12

XCKT2110G11

XCMV2115M12

XCKT2118G11

0,5-4, 5V

2 switching outputs

PNP

3m

1m Adjustable

0,5 - 4,5 V

n/a

4-20mA

PNP

PNP

n/a

0.15 cable + 6-pin Deutsch male connector 0,5-4, 5V

0,5-4, 5V

0,5-4, 5V

0,5-4, 5V

M12

Deutsch
DT04-3P

AMP
Superseal
1,5 3-pin

4-20mA

0.5M cable

5-pin M12 male connector
4-20mA

4-20mA

4-20mA

4-20mA

Analogue output

Outputs

Display for XMEP

Sensing Distance Analogue Output Digital output Connection Reference Number

Connector

0-10V

0-10V

0-10V

0...100 bar

0...160 bar

XMEP100BD11F

XMLR160M2P05

XMEP100BT11F

XMEP100BV11F

XMEP100BD21F

XMLR160M1P05

XMEP100BT21F

XMEP100BV21F

XMEP100BD71F

XMEP100BT71F

XMEP100BV71F

0...60 bar

0...100 bar

XMEP060BD11F

XMLR100M2P05

XMEP060BT11F

XMEP060BV11F

XMEP060BD21F

XMLR100M1P05

XMEP060BT21F

XMEP060BV21F

XMEP060BD71F

XMEP060BT71F

XMEP060BV71F

0...250 bar

0...250 bar

XMEP250BD11F

XMLR250M2P05

XMEP250BT11F

XMEP250BV11F

XMEP250BD21F

XMLR250M1P05

XMEP250BT21F

XMEP250BV21F

XMEP250BD71F

XMEP250BT71F

XMEP250BV71F

0...400 bar

0...400 bar

XMEP400BD11F

XMLR400M2P05

XMEP400BT11F

XMEP400BV11F

XMEP400BD21F

XMLR400M1P05

XMEP400BT21F

XMEP400BV21F

XMEP400BD71F

XMEP400BT71F

XMEP400BV71F

0...600 bar

0...600 bar

XMEP600BD11F

XMLR600M2P05

XMEP600BT11F

XMEP600BV11F

XMEP600BD21F

XMLR600M1P05

XMEP600BT21F

XMEP600BV21F

XMEP600BD71F

XMEP600BT71F

XMEP600BV71F

XMEP

XMEP

XMEP

XMEP

XMEP

XMEP

XMEP

XMLR

XXW54P3HPLO1DM6

XXW54P3HPL05

XXS18S1PM12

XXS18S1AM12

2 switching outputs
ZMLPA2P0SH

PNP
Analogue 4...20mA
+ 1 swithing output

ZMLPA2P0SH

Analogue 4...20mA + 1 switching output

XS112B3PCL2 XS118B3PCL2

XS118B3PCM12XS112B3PCM12

XCMD

XCMV

NO+NC snap NO+NC slow


